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Insulation between joists

The table below shows the U-values achieved using
Eco-Wool laid in the roof void.

U-values are based on the first layer of insulation laid
between the joists, and the remaining thickness
installed as a second layer, cross-laid over the joists to
reduce cold bridging.

Thickness of Eco-Wool (mm)

1st Layer 2nd Layer

100 170

100 200

150 200

Thermal Thermal

Thickness [[ Width Area | gonductivity | Resistance

100mMmm |2x 570mm 9.12M? | 0.0425 W/mk | 2.353 M°'K/W

100mm |3x 380mm 9.12M? | 0.0425 W/mk | 2.353 M'K/W

150mm |2x 570mm 6.07M* | 0.0425 W/mk | 3.529 M*K/W

150mm |3x 380mm 6.07M?* | 0.0425 W/mk | 3.529 M*K/W

170mm |2x 570mm 5.36M°? | 0.0425 W/mk | 4.000 M°K/W

170mm |3x 380mm 5.36M°? | 0.0425 W/mk| 4.000 M°K/W

200Mmm |2x 570mm am 4.56MI? | 0.0425 W/mk | 4.706 M*K/W

200mm (3x 380mm am 4.56M* | 0.0425 W/mk | 4.706 M*K/W

Tensile Water Vapour Water Absorption
Diffusion
Strength Resistance Factor | Short Term | Long Term

2.4 kPa 1.51 0.78 kg/m2 | 1.30 kg/m?

Fire Test BS 5803-4 = Passed |
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